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1. Introduction

Traditionally, geometric dimensioning and tolerancing (GD&T) requirements have been exchanged with technical
drawings. However, with the advent of computer-aided design, manufacturing, and inspection equipment, the
ability to exchange these requirements in a computer-sensible manner has become increasingly more desirable.
As “a data model is an effective technique to define the shareable semantics that are essential to the success of
data communication in an integrated environment” [1], a conceptual data model has been developed that defines
a portion of the semantics necessary for the electronic exchange of GD&T data among the design, manufacturing,
and inspection divisions of an enterprise. The portion of the semantics that this data model defines encompasses
the concepts of datum systems, datums, datum features, and datum targets. This paper presents this data model,
which will be referred to throughout the remainder of the paper as the DSCDM (Datum System Conceptual Data
Model). Additionally, a portion of the data model presented in STEP Part 47 [2] is reviewed and a comparison is
made between it and the DSCDM. The model presented in STEP Part 47 will be referred to as “the Part 47
model” throughout the remainder of this paper.

NOTE—Though the scope of the DSCDM is limited to the concepts mentioned above, the aim is to provide
a foundation upon which more comprehensive GD&T data models may be based.

NOTE—The following conventions are employed throughout the course of this paper. To distinguish

between EXPRESS entities and the objects they represent, entity names are printed in bold type and the
objects they represent are printed in non-bold type. Furthermore, entity names start with a leading uppercase
letter (e.g.,Datum is an entity name and datum refers to the object). Attribute names are printed in italic

type (e.g.,established_datuin Additionally, permissible values from enumerated data types are printed in

all uppercase letters (e.g., MAXIMUM_MATERIAL_PRINCIPLE).

NOTE—The data models in this paper are presented in EXPRESS-G notation. EXPRESS-G is a graphical
notation that supports a subset of the EXPRESS data modelling language. Both EXPRESS and EXPRESS-G
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are defined in ISO 10303-11 [3]. An overview of the EXPRESS-G notation is presented in Appendix A of
this paper as an aid to those who are unfamiliar with EXPRESS-G.

2. Requirements

“The first step in data modeling is to define the data requirements” [1]. In regard to the DSCDM, the

requirements came from existing GD&T drawing-based standards (e.g., ASME Y14.5M [4], ISO 1101 [5], and

ISO 5459 [6]). The reason that these existing GD&T standards are used to define the requirements of the

DSCDM is due in part to the fact that the DSCDM is based on parts of a larger GD&T model that the author
developed for STEP AP 21&lectronic assembly, interconnect and packaging degignwith the increased

geometric complexity of printed circuit boards, printed circuit assemblies, and electronic components, it was
deemed by members of the STEP AP 210 development team that the concepts presented in these GD&T drawing-
based standards that are typically considered applicable to mechanical products are also applicable to the
electronic products to which STEP AP 210 pertains. Consequently, these drawing-based standards define the main
requirements of the GD&T model and subsequently of the DSCDM. Consequently, most of the definitions in

Sec. 3 of this paper, which define the concepts that form the basis for the requirements of the DSCDM, are from
these standards and associated reference books. Furthermore, most of the diagrams and examples presented in this
paper are from these same sources. These diagrams and examples not only aid in explaining the DSCDM, but
also provide a set of test cases by which the validity of both the DSCDM and the Part 47 model may be judged.

3. Geometric Dimensioning and Tolerancing Definitions

Most of the following definitions are from existing drawing-based GD&T standards and associated reference
books. These definitions are important, because they explain some of the concepts that are at the foundation of
these GD&T standards, and consequently form the basis for the requirements of the DSCDM.

Datum: “A theoretically exact point, axis, or plane derived from the true geometric counterpart of a specified
datum feature. A datum is the origin from which the location or geometric characteristics of features of a part
are established” [4].

Datum Feature: “An actual feature of a part that is used to establish a datum” [4].

Datum Feature Symbol: “The symbolic means of indicating a datum feature consists of a capital letter enclosed
in a square frame and a leader line extending from the frame to the concerned feature, terminating with a
triangle” [4].

Datum System: “A group of two or more separate datums used as a combined reference for a toleranced feature”

[6].

Datum Reference Frame: A framework that consists of three mutually perpendicular datum planes, three datum
axes (located at the intersection of each pair of datum planes), and a datum point (that is located at the
intersection of the three datum planes).

Datum Target: “A specified point, line, or area on a part used to establish a datum” [4].

Datum Target Frame: “The datum targets are indicated by a circular frame divided in two compartments by a
horizontal line. The lower compartment is reserved for a letter and a digit. The letter represents the datum feature
and the digit the datum target number. The upper compartment is reserved for additional information, such as
dimensions of the target area. If there is not sufficient space within the compartment, the information may be
placed outside and connected to the appropriate compartment by a leader line” [6].

Feature: “The general term applied to a physical portion of a part, such as a surface, pin, tab, hole, or slot” [4].
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Feature Control Frame: “The feature control frame is a rectangular box containing the geometric characteristic
symbol and the form, orientation, profile, runout, or location tolerance. If necessary, datum references and
modifiers applicable to the feature or the datums are also contained in the box,“Exgx]A] [8].

Feature of Size: “One cylindrical or spherical surface, or a set of two opposed elements or opposed parallel
surfaces, associated with a size dimension” [4].

Least Material Condition (LMC): “The condition in which a feature of size contains the least amount of material
within the stated limits of size—for example, maximum hole diameter, minimum shaft diameter” [4].

Least Material Requirement: “THeast material requirementermits an increase in the stated geometrical
tolerance when the concerned feature departs from its least material condition (LMC)” [9].

Maximum Material Condition (MMC): “The condition in which a feature of size contains the maximum amount
of material within the stated limits of size—for example, minimum hole diameter, maximum shaft diameter” [4].

Maximum Material Principle: “Themaximum material principlés a tolerancing principle which requires that the
virtual condition for the toleranced feature(s) and, if indicated, the maximum material condition of perfect form
for datum feature(s), shall not be violated” [10].

Regardless of Feature Size (RFS): “The term used to indicate that a geometric tolerance or datum reference
applies at any increment of size of the feature within its size tolerance” [4].

4. The Datum System Conceptual Data Model

STEP integrated generic resources are a series of STEP parts that define resource constructs that are
context-independent. The underlying structure of the DSCDM is based on four entities from the STEP integrated
generic resources. These entities 8hape_aspec¢tShape_aspect_relationshipProperty definition, and
Property_definition_relationship. A review of these entities is presented in Appendix B of this paper.

The DSCDM is presented in the EXPRESS-G diagram shown in Fig. 1. The entities are organized on the page
such that the entities based on tBleape_aspecentity of STEP Part 41 [11] are at the top of the page.
Immediately below thé&Shape aspecbased entities are the entities based onShape_aspect_relationship
entity of STEP Part 41. At the bottom of the page are the entities based éraperty_definition

entity of STEP Part 41. Note that the DSCDM does not actually contain entities based on the
Property_definition_relationship entity of STEP Part 45 [12]. Instead, in the interest of simplicity,
Property_definition based entities are related with attributes that have been included Rrdlperty_definition
based entities. For example, instead of specifyigy@perty definition_relationship based entity in the
DSCDM to relate thébatum_system_definitionentity with theDatum_precedence_assignmergntity, the
relationship between these two entities is established bydbigned_datum_precedenegsibute of the
Datum_system_definitionentity.

NOTE—While noProperty_definition_relationship based entities exist in the DSCDM, they exist in spirit
wherever twoProperty_definition based entities are related.

The definitions of the entities presented in Fig. 1 are defined below. These definitions are presented in the

order they appear on the page. That is, $imape_aspecbased entities are first, followed by the
Shape_aspect_relationshifpased entities, and finally, tHeroperty definition based entities.
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4.1 Datum_system

A Datum_systemcorresponds to a datum system (see Sec. 3 of this paper) that is comprised of one to three
datums.

NOTE—TheDatum_systementity is based on th8hape_aspecentity of STEP Part 41 [11].
NOTE—The definition of datum system as defined in ISO 5459-1981 is given in Sec. 3 of this paper.
However, for the purpose of this model, the definition of datum system has been extended so that a datum

system may be comprised of a single datum.

Inverse attribute definitions:

datum_usagesThe datum_usageattribute specifies a set of one to thieatum_usage_in_datum_system
Each of theDatum_usage_in_datum_systemin this set corresponds to the usage of a datum in the datum
system.

defining_definition:The defining_definitionattribute specifies th®atum_system_definitionthat specifies the
characteristics of the corresponding datum system (e.g., the order in which each datum is established within the
datum system).

NOTE—On technical drawings, the characteristics of a datum system are typically specified in a feature
control frame.

EXAMPLE—Both Figs. 2 (b) and (c) contain a feature control frame, each of which specifies a datum
system that consists of three datums (datums A, B, and C). However, these two datum systems are different,
as the order that the datums are established within each datum system differs (i.e., they have a different
datum precedence). Figure 2 illustrates the effect that datum precedence has on a datum system.

Constraints:

WR1: Of theDatum_features specified as thased_datum_featudgy the Datum_feature_usage_in_daturs
that are specified as thgatum_feature_usagdsy the Datums that are specified as thused_datunby the
Datum_usage_in_datum_systemthat are specified as tltatum_usagesf the Datum_system no
Datum_feature may be specified more than once.

NOTE—WRL1 corresponds to the assertion that each datum feature shall not be used more than once in
establishing any one datum system.

WR2: Of theDatum_targets specified as thased_datum_targdty the
Datum_target_usage_in_datum_target setspecified as thdatum_target usagdsy the
Datum_target_ses specified as thased_datum_featuiey the Datum_feature_usage_in_datura that are
specified as thelatum_feature_usagédwy the Datums that are specified as thesed_datunby the
Datum_usage_in_datum_systemthat are specified as tltatum_usagesf the Datum_system no
Datum_target may be specified more than once.

NOTE—WR?2 corresponds to the assertion that each datum target shall not be used more than once
in establishing any one datum system.
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Fig. 2. Effects of datum precedence on a datum system.

354



Volume 104, Number 4, July—August 1999
Journal of Research of the National Institute of Standards and dEgyn

4.2 Datum

A Datum corresponds to a datum (see Sec. 3 of this papef)afum may be either &imple_datumor a
Common_datum

NOTE—TheDatum entity is based on th8hape_aspecentity of STEP Part 41 [11].

Inverse attribute definitions:

datum_feature_usage3he datum_feature_usagestribute specifies a set of zero or more
Datum_feature_usage_in_datura. Each of theDatum_feature_usage_in_datura in this set corresponds
to the usage of a datum feature in establishing the datum.

4.3 Simple_datum

A Simple_datumis a type ofDatum that corresponds to a datum that is established from exactly one datum
feature.

Constraints:

WR1: EachSimple_datum shall be specified as thesed_datuniy at least one
Datum_usage_in_datum_system

NOTE—WRL1 corresponds to the assertion that each simple datum shall be used in at least one datum
system.

WR2: EachSimple_datum shall specify exactly on®atum_feature_usage_in_simple_datunas its
datum_feature_usages

NOTE—WR2 corresponds to the assertion that each simple datum shall be established from exactly
one datum feature.

4.4 Common_datum

A Common_datumis a type ofDatum that corresponds to a datum that is established from more than
one datum feature.

NOTE—On technical drawings, a datum that is established from multiple datum features is indicated
by placing the identifying letters of the datum features, separated by a dash, within a single
compartment in a feature control frame. There is no significance to the order of the datum

feature identifying letters within a compartment of the feature control frame.

EXAMPLE—The technical drawing presented in Fig. 3 shows a datum plane that is established from
two datum features (datum features A and B).
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Fig. 3. Technical drawing illustrating a common datum. This figure is a
reproduction of FIG. 4-20 presented in ASME Y14.5M [4].

Constraints:

WR1: EachCommon_datum shall be specified as thgsed_datunby at least one
Datum_usage_in_datum_system

NOTE—WRZ1 corresponds to the assertion that each common datum shall be used in at least one datum
system.

WR2: EachCommon_datum shall specify more than oneatum_feature_usage_in_common_datunas its
datum_feature_usages

NOTE—WR2 corresponds to the assertion that each common datum shall be established from more than
one datum feature.

4.5 Datum_feature

A Datum_feature corresponds to a datum feature (see Sec. 3 of this papddatdm_feature may be aDa-
tum_target_set

NOTE—TheDatum_feature entity is based on th8hape_aspecentity of STEP Part 41 [11].

NOTE—On technical drawings, a feature is typically identified as a datum feature by means of a datum
feature symbol, e.g»—{A] .

NOTE—The concept of datum feature in the DSCDM applies to features that are used to establish one or
more datums. Features that may be used as datum features include “partial” features and datum target sets,
as well as “complete” and composite features. The concept of datum feature in the DSCDM does not pertain
to features in which only a portion of the feature (i.e., a “partial” feature or a datum target set) is used to
establish one or more datums. “Partial” and composite features are discussed in Sec. 10.2 of this paper.
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Attribute definitions:

identification: The identificationattribute specifies the string value by which the corresponding datum feature is
referred.

NOTE—On technical drawings, each datum feature is referred to by an identifying letter, (e.g., the letter “A”
in the datum feature symb&+{A] ).

EXAMPLE—Two datum features are identified in Fig. 3, datum feature A and datum feature B.

Inverse attribute definitions:

datum_feature_usage$he datum_feature usagestribute specifies a set of one or more
Datum_feature_usage_in_datura. Each of theDatum_feature_usage_in_datursa in this set corresponds to the
usage of the datum feature in establishing a datum.

Constraints:

WR1: There shall be at most ofzatum_feature_usage_in_simple_datunn the set of
Datum_feature_usage_in_datura specified as thdatum_feature_usages

NOTE—WRZ1 corresponds to the assertion that each datum feature shall be used to establish at most one
simple datum (a datum that is established from a single datum feature).

4.6 Datum_target_set

A Datum_target_setis a type ofDatum_feature that corresponds to a set of one or more datum targets (see
Sec. 3 of this paper).

EXAMPLE—There are three datum target sets shown in the technical drawing presented in Fig. 4 (datum
target sets A, B, and C). The letters in the lower compartment of the datum target frame$S)y(e.g., )
indicate in which datum target sets the associated datum targets are used.

Inverse attribute definitions:

datum_target_usage§ he datum_target usagesttribute specifies a set of one or more
Datum_target _usage_in_datum_target set Each of theDatum_target usage in_datum_target_sstin this
set corresponds to the usage of a datum target in the datum target set.
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Fig. 4. Technical drawing illustrating datum target sets. This figure is a
reproduction of a technical drawing presented in Figure 42 of ISO 5459 [6].

4.7 Datum_target
A Datum_target corresponds to a datum target (see Sec. 3 of this paper).
NOTE—TheDatum_target entity is based on th8hape_aspecentity of STEP Part 41 [11].

NOTE—Datum targets are typically used in situations where it is inappropriate to specify an entire surface
as a datum feature.

EXAMPLE—There are six datum targets shown in Fig. 4. Four of these datum targets are datum target
points, each of which is represented by anThe other two datum targets are datum target areas, each of
which is represented by a cross-hatched circular area.

Inverse attribute definitions:

datum_target_usage Thedatum_target usagesttribute specifies a set of one or more

Datum_target _usage_in_datum_target set Each of theDatum_target usage in_datum_target_sstin this
set corresponds to the usage of the datum target in a datum target set.

4.8 Datum_usage_in_datum_system

A Datum_usage_in_datum_systensorresponds to the usage of a datum in a datum system.

NOTE—TheDatum_usage_in_datum_systenentity is based on th8hape_aspect_relationshigntity of
STEP Part 41 [11].
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Attribute definitions:

comprised_datum_systenThe comprised_datum_systeattribute specifies th®atum_systemthat corresponds
to the datum system that is either partially or wholly comprised of the corresponding datum.

used_datum The used_datunattribute specifies th®atum that corresponds to the datum that is used in the
corresponding datum system.

Inverse attribute definitions:

precedence_assignmenthe precedence_assignmesttribute specifies th®atum_precedence_assignmerihat
corresponds to the specification of the order in which the datum is established within the datum system.

Constraints:

UR1: The combination ofomprised_datum_systeandused_datunshall be unique within a population of
Datum_usage_in_datum_system

NOTE—URL1 corresponds to the assertion that each datum shall not be used more than once in any one
datum system.

WR1: TheDatum specified as theised_datunshall either be &ommon_datum or Simple_datum

NOTE-WR1 corresponds to the assertion that each datum that is used in a datum system shall be established
from one or more datum features.

4.9 Datum_feature_usage_in_datum_system

A Datum_feature_usage in_datum_systeroorresponds to the usage of a datum feature in establishing a datum
system.

NOTE—TheDatum_feature_usage_in_datum_systerantity is based on th8hape_aspect_relationship
entity of STEP Part 41 [11].

NOTE—The relationship between@atum_feature and aDatum_systemis indirectly established with a
Datum_feature_usage_in_datuma Datum, and aDatum_usage_in_datum_systeniTherefore, a
Datum_feature_usage_in_datum_systershould not be used unless it is necessary to indicate the
application of either théeast material requirement or the maximum material princi(dee Sec. 3 of

this paper) to a datum feature within the context of a datum system. In essence, a
Datum_feature_usage_in_datum_systeroorresponds to a datum feature in the context of a datum system.

Attribute definitions:

established_datum_systenfihe established_datum_systatiribute specifies th®atum_systemthat corresponds
to the datum system that is established from the corresponding datum feature.

used_datum_featureThe used_datum_featurattribute specifies th®atum_feature that corresponds to the
datum feature that is used to establish the corresponding datum system.
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Inverse attribute definitions:

applied_material_condition_propertyThe applied_material_condition_properigttribute specifies the
Datum_feature_material_condition_property that corresponds to the specification of a material condition
property (i.e.least material requirement or the maximum material princjpieat is applied to the datum feature
in the context of the datum system.

Constraints:

WR1: TheDatum_feature specified as theised_datum_featurghall be specified as thesed _datum_feature
by aDatum_feature_usage_in_datunthat specifies @atum as theestablished datumand thatDatum
shall be specified as thesed_datunby a Datum_usage_in_datum_systenthat specifies the same
Datum_systemas thecomprised_datum_systeras is specified as thestablished_datum_systéiy the
Datum_feature_usage_in_datum_system

NOTE—WRL1 corresponds to the assertion that the datum feature shall be used to establish a datum that is
used in the datum system.

4.10 Datum_feature_usage_in_datum

A Datum_feature_usage_in_datuncorresponds to the usage of a datum feature in establishing a datum.
A Datum_feature_usage_in_datunis either aDatum_feature_usage_in_simple_datunor a
Datum_feature_usage _in_common_datum

NOTE—TheDatum_feature_usage_in_datumnentity is based on th8hape_aspect_relationshigntity of
STEP Part 41 [11].

Attribute definitions:

established_datumThe established_daturattribute specifies th®atum that corresponds to the datum that is
established from the corresponding datum feature.

used_datum_featureThe used_datum_featurattribute specifies th®atum_feature that corresponds to the
datum feature that is used to establish the corresponding datum.

4.11 Datum_feature_usage_in_simple_datum

A Datum_feature_usage_in_simple_datunis a type ofDatum_feature_usage_in_datunthat corresponds to
the usage of a datum feature in establishing a datum that is established from exactly one datum feature.

Attribute definitions:

established_datumThe established_daturattribute specifies th&imple_datumthat corresponds to the datum
that is established from the corresponding datum feature.

NOTE—"The corresponding datum feature” refers to the datum feature that corresponds to the
Datum_feature specified by the inheritedsed_datum_feature attribute

4.12 Datum_feature_usage_in_common_datum

A Datum_feature_usage_in_common_datuns a type ofDatum_feature_usage_in_datunthat corresponds to
the usage of a datum feature in establishing a datum that is established from more than one datum feature.
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Attribute definitions:

established_datumThe established_daturattribute specifies th€ommon_datum that corresponds to the datum
that is established, in part, from the corresponding datum feature.

NOTE—"The corresponding datum feature” refers to the datum feature that corresponds to the
Datum_feature specified by the inheritedsed datum_featurattribute.

4.13 Datum_target_usage_in_datum_target_set

A Datum_target_usage_in_datum_target seatorresponds to the usage of a datum target in a set of datum
targets.

NOTE—TheDatum_target_usage_in_datum_target segntity is based on th8hape_aspect_relationship
entity of STEP Part 41 [11].

NOTE—On technical drawings, the usage of a datum target in a datum target set is indicated with a datum
target frame, e.g., the) symbol in Fig. 4. The letter in the lower compartment of a datum target frame
identifies the datum target set in which the associated datum target is used, and the number (datum target
number) in the lower compartment is an integer value by which the associated datum target is identified
within the datum target set.

EXAMPLE—The &) datum target frame in Fig. 4 indicates that the datum target pointed to by the
connected leader line is used within datum target set A.

Attribute definitions:

comprised_datum_target séfhe comprised_datum_target_sattribute specifies th®atum_target_setthat cor-
responds to the datum target set that is either partially or wholly comprised of the corresponding datum target.

datum_target_numbefThe datum_target numbaeattribute specifies the integer value by which the corresponding
datum target is identified within the corresponding datum target set.

NOTE—Datum target numbers are described in 7.1.1 of ISO 5459 [6].

EXAMPLE—The datum target number “1” in tHe)  datum target frame of Fig. 4 is the integer value by
which the associated datum target is identified within datum target set A.

used_datum_targetThe used_datum_targetdttribute specifies th®atum_target that corresponds to a datum
target that is used in the corresponding datum target set.

Constraints:

UR1: The combination ofised_datum_targeind defined_datum_target_sshall be unique within a population
of Datum_target_usage_in_datum_target set

NOTE—URZ1 corresponds to the assertion that each datum target shall not be used in any one datum target
set more than once.

UR2: The combination oflatum_target numbeanddefined_datum_target sshall be unique within a
population ofDatum_target_usage in_datum_target set

NOTE—URZ2 corresponds to the assertion that within a datum target set each datum target shall be identified
by a unigue datum target number.
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4.14 Datum_system_definition

A Datum_system_definitioncorresponds to the specification of the characteristics of a datum system. These
characteristics include the order in which the datums are established within the datum system and any
material condition properties (i.deast material requirement or maximum material principtaat are explicitly
applied to datum features within the context of the datum systematym_system_definitionshall either

be aDatum_system_definition_with_material_conditionsor a
Datum_system_definition_without_material_conditions

NOTE—TheDatum_system_definitionentity is based on thEroperty_definition entity of STEP Part 41
[11].

NOTE—On technical drawings, the characteristics of a datum system are typically specified in a feature
control frame.

Attribute definitions:

defined_datum_systenThe defined_datum_systeattribute specifies th®atum_systemthat corresponds to the
datum system the characteristics of which are specified.

assigned_datum_ precedencékhe assigned_datum_precedenedribute specifies a set of one to three
Datum_precedence_assignmest Each of theDatum_precedence_assignmestin this set corresponds to the
specification of the order in which a datum is established within the datum system.

Constraints:

WR1: EachDatum_precedence_assignmemnithin the set ofDatum_precedence_assignmestspecified as the
assigned_datum_precedenctmll specify as itassigned_ta Datum_usage_in_datum_systernthat specifies as
its comprised_datum_systdime sameDatum_systemas specified as théefined_datum_system

NOTE—WRL1 corresponds to the assertion that each datum system specification shall only specify the
precedence of datums used in the datum system that the specification characterizes.

WR2: A Datum_precedence_assignmenhat has anameof TERTIARY shall not exist within the set of
Datum_precedence_assignmestspecified as thassigned _datum_precedencagess a
Datum_precedence_assignmerexists within that set that hasremeof SECONDARY.

NOTE—WR2 corresponds to the assertion that each datum system specification that specifies a tertiary
datum shall also specify a secondary datum.

WR3: A Datum_precedence_assignmerhat has anameof SECONDARY shall not exist within the set of
Datum_precedence_assignmestspecified as thassigned_datum_precedencagess a
Datum_precedence_assignmerexists within that set that hasremeof PRIMARY.

NOTE—WRS3 corresponds to the assertion that each datum system specification that specifies a secondary
datum shall also specify a primary datum.

WRA4: EachDatum_system_definitionshall be specified as theferenced_datum_system_definitlmnat least
one Geometric_tolerance_with_specified_datum_systreror Dimension_with_specified_datum_system

NOTE—WR4 corresponds to the assertion that each datum system specification shall be referenced by at
least one geometric tolerance or dimension.
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4.15 Datum_system_definition_with_material_conditions

A Datum_system_definition_with_material_conditionsis a type ofDatum_system_definitionthat corresponds
to a specification of a datum system that specifies the application of material condition properti¢sagte.,
material requirement or maximum material principl® one or more datum features within the context of the
datum system.

NOTE—On technical drawings, a datum system specification that corresponds to a
Datum_system_definition_with_material_conditionsis specified in a feature control frame that contains
either at least onteast material requirement symbgl)) that is preceded immediately by a datum feature
letter or at leasbne maximum material principle symh@b) that is preceded immediately by a datum fea-
ture letter, e.gJ © [0 02@[A[B®] (thé» symbol after the tolerance value is associated with the toler-
anced feature and its representation is not within the scope of this paper).

Attribute definitions:

applied_material_condition_propertie§ he applied_material_condition_propertiegtribute specifies a

set of one or mor®atum_feature_material_condition_propertys. Each of the
Datum_feature_material_condition_propertys in this set corresponds to the specification of a material
condition property that is explicitly applied to a datum feature within the context of the datum system.

Constraints:

WR1: EachDatum_feature_material_condition_property within the set of
Datum_feature_material_condition_propertys specified as thapplied_material_condition_properties
shall specify as itapplied_toa Datum_feature_usage in_datum_systerthat specifies as its
established_datum_systdahe sameDatum_systemas specified as théefined_datum_system

NOTE—WR1 corresponds to the assertion that each datum system specification shall only specify
material condition properties for datum features used to establish the datum system that the specification
characterizes.

NOTE—Thedefined_datum_systeattribute referred to in WRL1 is inherited from the
Datum_system_definitionentity of which this entity is a subtype.

4.16 Datum_system_definition_without_material_conditions

A Datum_system_definition_without_material_conditionsis a type ofDatum_system_definitionthat
corresponds to a specification of a datum system in which no material condition propertideggsematerial
requirement or maximum material principlare specified.

NOTE—In technical drawings, a datum system specification that corresponds to a
Datum_system_definition_without_material_conditionsis typically specified in a feature control frame
that contains neither past material requiremergymbol (v ) that is immediately preceded by

a datum feature letter norrmaximum material principlsymbol (v ) that is immediately preceded by a

datum feature letter, e.g[,o [oo3]A]c[B]

NOTE—On technical drawings, a datum system specification that corresponds to a
Datum_system_definition_without_material_conditionscould also be specified in a dimension
related note; see Fig. 5.
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Fig. 5. Technical drawing that illustrates the usage of dimensions that reference a datum system
specification. The technical drawing is a partial reproduction of Figure 6—B@sign Dimensioning
and Tolerancing13].

4.17 Datum_precedence_assignment

A Datum_precedence_assignmertorresponds to the specification of the order in which a datum is established
within a datum system.

NOTE—TheDatum_precedence_assignmergntity is based on thBroperty definition entity of STEP
Part 41 [11].

NOTE—On technical drawings, the precedence of a datum within a datum system is typically specified

in a feature control frame. The location of the compartment containing the letter(s) corresponding to the
datum feature(s) from which the datum is established indicates the assigned precedence. The compartment
for the primary datum (if it exists) is immediately to the right of the compartment containing the

tolerance value. The compartment for the secondary datum (if it exists) is immediately to the right of the
compartment for the primary datum. Lastly, the compartment for the tertiary datum (if it exists) is
immediately to the right of the compartment for the secondary datum.

EXAMPLE—Figure 2 (b) contains a feature control frame that specifies a datum system in which datum A
is the primary datum, datum B is the secondary datum, and datum C is the tertiary datum. Similarly,

Fig. 2 (c) contains a feature control frame that specifies a datum system in which datum A is the primary
datum, datum C is the secondary datum, and datum B is the tertiary datum.
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Fig. 6. Technical drawing of a hydraulic valve. This technical drawing is a partial reproduction of a drawing presented on paga=8d@dtric
Dimensioning and Tolerancing.4].

Attribute definitions:

assigned_toThe assigned_tattribute specifies ®atum_usage_in_datum_systemrin essence, the

Datum_usage_in_datum_systengorresponds to the datum within the context of the datum system to which the
datum precedence is assigned.

NOTE—A datum within the context of one datum system may be assigned one precedence, e.g., primary,

and the same datum within the context of another datum system may be assigned another precedence, e.g.,
secondary.

EXAMPLE—In Fig. 6, datum feature C (the end surface of the part that is shown on the right side) is
used to establish a datum plane. The top-most feature control frame asserts that this datum is the secondary
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datum within the context of one datum system. Furthermore, the bottom-most feature control frame
asserts that this datum is the primary datum within the context of another datum system.

name: The nameattribute specifies the value of the assigned datum precedence. Valid values fiantkare
PRIMARY, SECONDARY, and TERTIARY.

Inverse attribute definitions:

associate_datum_system_definitidine associate_datum_system_definitattribute specifies the
Datum_system_definitionthat corresponds to the datum system specification to which the datum precedence is
associated.

Constraints:

UR1: The combination ohameandassociate_datum_system_definitgmall be unique within a population of
Datum_precedence_assignmest

NOTE—URZ1 corresponds to the assertion that no two datums of a datum system shall have the same
precedence.

4.18 Datum_feature_material_condition_property
A Datum_feature_material_condition_property corresponds to the specification of a material condition
property (i.e.least material requiremerdr maximum material principlethat is explicitly applied to a datum

feature within the context of a datum system.

NOTE—TheDatum_feature_material_condition_property entity is based on thBroperty definition
entity of STEP Part 41 [11].

Attribute definitions:

applied_to: The applied_toattribute specifies ®atum_feature_usage in_datum_systenin essence, the
Datum_feature_usage_in_datum_systeroorresponds to the datum feature within the context of the datum
system to which the material condition property is applied.

NOTE—A datum feature within the context of one datum system may have one material condition property
applied, e.g.least material requirementand the same datum feature within the context of another datum
system may have another material condition property applied,reaximum material principle

name The nameattribute specifies the value by which the material condition property is known. Valid values
for the nameare LEAST MATERIAL_REQUIREMENT and MAXIMUM_MATERIAL_PRINCIPLE (see Sec. 3
of this paper).

NOTE—A Datum_feature_material_condition_property that has anameof

LEAST _MATERIAL_REQUIREMENT corresponds to a datum feature letter followed by(the symbol in a
feature control frame of a technical drawing, e.4.0 [0 02O[A[BO (the  symbol after the tolerance
value is associated with the toleranced feature and its representation is not within the scope of this paper).

NOTE—A Datum_feature_material_condition_property that has anameof

MAXIMUM_MATERIAL_PRINCIPLE corresponds to a datum feature letter followed by the symbol

in a feature control frame of a technical drawing, €.@:,Jno3®[aA®-B @ ]C] (the  symbol after the
tolerance value is associated with the toleranced feature and its representation is not within the scope of this

paper).
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NOTE—It shall be understood that tinegardless of feature size princip(see Sec. 3 of this paper) shall
be in effect in cases where the datum feature is a feature of size (see Sec. 3 of this paper) and a
Datum_feature_material_condition_property is not specified.

Inverse attribute definitions:

associate_datum_system_definitidrne associate_datum_system_definitatitribute specifies the
Datum_system_definition_with_material_conditionsthat corresponds to the datum system specification
to which the material condition property is associated.

4,19 Geometric_tolerance_with_specified_datum_system

The Geometric_tolerance_with_specified_datum_systerantity is not completely defined here, as it is not
within the scope of this paper. However, ttederenced_datum_system_definitattribute of this entity is
defined to illustrate how the DSCDM could be tied into a larger GD&T data model.

NOTE—TheGeometric_tolerance_with_specified_datum_systerantity is based on the
Property_definition entity of STEP Part 41 [11].

Attribute definitions:

referenced_datum_system_definitiohhe referenced_datum_system_definitattribute specifies the
Datum_system_definitionthat corresponds to the datum system specification that is referenced by the
geometric tolerance.

4.20 Dimension_with_specified_datum_system

The Dimension_with_specified_datum_systenentity is not completely defined here, as it is not within the
scope of this paper. However, theferenced_datum_system_definitattribute of this entity is defined to
illustrate how the DSCDM could be tied into a larger GD&T data model.

NOTE—TheDimension_with_specified_datum_systenentity is based on thEroperty_definition entity
of STEP Part 41 [11].

NOTE—While the data modeled with tHgatum_system_definitionentity is associated almost exclusively

with geometric tolerances, clause 4.4 of ASME Y 14.5M [4] describes the usage of this data with linear and

angular dimensions. Theimension_with_specified_datum_systenentity is shown in Fig. 1 to illustrate
this usage.

EXAMPLE—The three linear dimensions presented in Fig. 5 reference NOTE 1. This note is a specification
for a datum system that specifies that the primary datum is established from datum feature A, the secondary

datum is established from datum feature B, and the tertiary datum is established from datum feature C.

Attribute definitions:

referenced_datum_system_definitidrhe referenced_datum_system_definitattribute specifies the
Datum_system_definition_without_material_conditionsthat corresponds to the datum system specification
that is referenced by the dimension.
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5. Part 47 Datum System Related Model

A pseudo EXPRESS-G diagram of the datum system related portion of the Part 47 model is presented in
Fig. 7. The term “pseudo” is used because non-standard EXPRESS-G l@yethfo irdicate the constraints
placed on thébatum_target, Datum_feature, andDatum entities (e.g., the model shows three
Shape_aspect_relationshigntities). Additionally, the EXPRESS-G diagram does not show that the
Datum_target, Datum_feature, and Datum entities are subtypes of tighape_aspecentity of STEP Part 41
[11].

target id [~~~ | datum r | identification
datum ——="=— O identifier | = | identifier O——————
- dat
target L 3 feature L ] atum
O @ O
related_shape_aspect
(INV) established_by_relationships S[1:?]
(ABS)
shape_aspect_
relationship
1
relating_shape_aspect relating_shape_aspect
(INV) target_basis_relationhip (INV) feature_basis_relationship
shape_aspect_ shape_aspect_
relationship relationship

referenced_datum

geometric_
INTEGER precedence datum_ L datum_system S[1:?] tolerance _
reference [~ with_datum_
reference
MAXIMUM_MATERIAL_CONDITION,
LEAST_MATERIAL_CONDITION, or
REGARDLESS_OF_FEATURE_SIZE
. modifier referenced_
I limit_condition | O—————— modified_
L ] datum

Fig. 7. Pseudo EXPRESS-G diagram of datum system related entities of STEP Part 47 [2].
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The definitions of the entities shown in Fig. 7 are provided in Tables 1-6. These definitions are taken from STEP
Part 47 [2].

NOTE—The actual EXPRESS declarations of these entities have not been included in the definitions given in
Tables 1-6, as they are not necessary to the understanding of the concepts presented in this paper.

NOTE—The clause and figure numbers specified within Tables 1-6 are from STEP Part 47 and should not
be confused with the clause and figure numbers of this paper.

Table 1. Definition of Datum from STEP Part 47 [2].

4.4.1 Datum

A Datum is a Shape_aspecfrom which dimensions and tolerances are referenced. This
Shape_aspeciay, but need not, coincide with the boundary defining the product. A datum is
established by a datum feature, a set of datum targets, or a group of features.

NOTE—The use and application of a group of features to establish a datum is identified in clayse
9 of ISO 5459. The group of features is established through the uSkage_aspect_relationship
objects. The concept of a group Bhape_aspectlements is defined in 4.5.1.

Attribute definitions:

identification: the name by which the datum is referred.

established_by_relationshipghe Datum_feature, the set ofDatum_targets, or the group of
derivedShape_aspecthat establish th®atum.

Formal propositions:

WR1: A Datum shall be established by eithBratum_features or Datum_targets.
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Table 2. Definition of Datum_feature from STEP Part 47 [2].

4.4.2 Datum_feature

The Datum_feature is an identifiedShape_aspecbn the boundary of the product. One
Datum_feature may be used to establish a singdatum.

Attribute definitions:

SELF\shape_aspeptoduct_definitional an indicator that th®atum_feature is on the physical
boundary of the shape that defines the product.

feature_basis_relationshigthe relationship to the datum that tBatum_feature defines; it is
achieved through th8hape_aspect_relationship

Formal propositions:

WR1: A Datum_feature shall be related to ®atum.
WR2: A Datum_feature shall lie on the physical boundary of the shape that defines the product.

EXAMPLE 2—Figure 1 illustrates two cases batum_feature. The Datum_feature that is

a cylindrical feature establishes tBatum identified as A. ThisDatum is the axis of the
cylinder. TheDatum identified as B is established from tiatum_feature that is a planar
surface of the product. ThBatum may, but need not, be a plane that is coincident with the
Datum_feature.

ISO 5459 presentation form

|
datum feature - 'A’ ; B /

(cylinder) M

datum -'A' [~

N

datum_feature -'B’ /.

(face) o I

datum -'B’

Figure 1 - Examples of datum and datum_feature
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Table 3. Definition of Datum_target from STEP Part 47 [2].

4.4.3 Datum_target

The Datum_target is a Shape_aspecthat indicates a datum target on the boundary of a product
shape. The&Shape _aspectnay be a point, line, or an area. Thatum_target is defined in
addition to theShape_aspectlements that define the product shape.

NOTE—The use and application of datum targets is described in clause 7 of ISO 5459.

Attribute definitions:

target_id: the name by which the identification of the datum target number is referred.

target_basis_relationshipthe relationship to th®atum that theDatum_target defines; it is
achieved through th8hape_aspect_relationship

Formal propositions:

WR1: A Datum_target shall be related to ®atum.
WR2: A Datum_target lies on the physical boundary of the shape that defines the product.

Table 4. Definition of Datum_referencefrom STEP Part 47 [2].

4.4.4 Datum_reference

A Datum_referenceis the specification of the use of@atum.

EXAMPLE 3—A Datum may be used in the definition of multipBatum systems. Each use
of the Datum would be aDatum referenceDatum system concepts are described in 6.2 and
clause 8 of 1ISO 5459.

Attribute definitions:

precedencethe priority that is assigned to@atum for a specific use.

NOTE—A Datum may have multiple and distinct uses and have different precedence for
each use.

referenced_datumthe Datum that participates in a geometrical tolerance of a product feature.

Formal propositions:

WR1: The value oprecedenceshall be greater than zero.
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Table 5. Definition of Referenced_modified_datumfrom STEP Part 47 [2].

4.45 Referenced _modified_datum

A Referenced_modified_datumis a Datum_referencewhere the referenced datum may vary
within the specified limits of size.

NOTES

1—A Datum may be modified if theDatum_feature that produced it is a product feature
which has size characteristics.

2—The use and application of a modifi&htum are described in clause 8 of ISO 2692.

Attribute definitions:

modifier: the Limit_condition that is assigned to thBatum for a specific use of thabatum.

Table 6. Definition of Geometric_tolerance_with_datum_referencdrom STEP Part 47 [2].

6.4.4 Geometric_tolerance_with_datum_reference

A Geometric_tolerance_with_datum_referencaes a Geometric_tolerancethat references one
or moreDatums for specifying the tolerance condition of2hape_aspect

Attribute definitions:

datum_systemthe datum or combination of datums that define a reference for a
Geometric_tolerance

NOTE—This attribute is not equivalent to datum system as defined in clause 3.2 of 1ISO|5459.

NOTE—The definition of theGeometric_toleranceentity of which the
Geometric_tolerance_with_datum_referenceentity is a subtype is not shown here, as it is not within
the scope of this paper.

6. The DSCDM Compared to the Part 47 Model

This section discusses the differences between the DSCDM and portions of the model presented in STEP Part 47
[2] that are related to datums. Inasmuch as STEP Part 47 is an integrated generic resource, it should not
necessarily be as specialized as the DSCDM. Still, it is useful to make certain comparisons between these two
models to observe how they differ in representing the datum related concepts presented in some of the GD&T
drawing-based standards. It is particularly useful to note cases that cannot be clearly represented with the Part 47
model and in which the deficiency is not due to the generic nature of the Part 47 model.

NOTE—The STEP architecture is such that STEP application protocols may specialize entities from the
STEP integrated generic resources. However, deficiencies in entities of the type mentioned above will only be
passed on to the STEP application protocols that incorporate them.
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EXAMPLE—A STEP application protocol that incorporates thatum_feature entity from STEP Part 47
will not be able to support multiple use datum features (see Sec. 6.3).

6.1 Datum_system and Datum_system_definition

One of the main differences between the Part 47 model and the DSCDM s that the Part 47 model has no

entities that are equivalent to tiatum_systemand Datum_system_definitionentities of the DSCDM. Two
independent comments were submitted against the STEP Part 47 DIS [15] document indicating that the concept of
datum precedence only made sense within the context of a datum system. Additionally, one of those comments
also indicated that the modifier for tHgatum_referenceonly made sense in the context of a datum system.
Concurring with those comments, tbatum_systemand Datum_system_definitionentities were incorporated

within the DSCDM.

6.2 Ambiguous Datum Feature Identification

In the DSCDM theidentificationattribute is on théDatum_feature entity; in contrast, in the Part 47 model the
identification attribute is on theDatum entity. In practice, it is the datum feature to which an identifier is

assigned. ASME Y14.5M [4] states, “Each datum feature of a part requiring identification shall be assigned a
different letter.” Furthermore, datums associated with datum systems are identified by the datum features from
which they are established. In cases in which a datum is established from a single datum feature, the location of
the identification attribute may seem moot, because if tlentificationattribute is placed on thBatum entity,

the name of the associated datum feature could easily be derived. However, in cases in which a datum is
established from more than one datum feature, the Part 47 model produces ambiguous results because it is
impossible to determine the name of the datum features from the value wfahigication attribute on aDatum.

The DSCDM does not have this ambiguity, as itientificationattribute is on theédatum_feature entity.

EXAMPLE—The [©[2010® [A-B[c| feature control frame of the position tolerance in Fig. 6 indicates that
the primary datum is established from datum feature A in conjunction with datum feature B. If the Part 47
model was used to describe this requirement,ideatificationattribute of theDatum entity would have a

value of “A-B”. However, it would be unclear as to which datum feature is identified as A and which datum
feature is identified as B.

NOTE—As theDatum andDatum_feature entities in the Part 47 model are subtypes of $tape_aspect
entity of STEP Part 41 [11], they both inherinameattribute. However, as Batum_feature corresponds

to an actual feature of a part it is likely that thameattribute will not be available for the datum feature
identifying letter because it will likely be used for another purpose (e.g., the name given to a feature prior
to its promotion to a datum feature). Furthermore, as datums are identified solely for GD&T purposes it is
likely that the inheritechameattribute on theDatum entity would be available, thereby making the
identificationattribute on theDatum entity not only misplaced but redundant.

6.3 Multiple Use Datum Features

The Part 47 model fails to account for the fact that a datum feature may be used to establish multiple datums,
whereas the DSCDM does account for this fact. In the Part 47 modeledhgre basis_relationshigttribute and
WR1 on theDatum_feature entity specify that &atum_feature shall be related to exactly origatum. On the
other hand, in the DSCDM the inversiatum_feature usagestribute on theDatum_feature entity constrains

the number oDatums that shall be established fronDatum_feature to one or more.

EXAMPLE—The technical drawing presented in Fig. 6 illustrates how a datum feature may be used to
establish multiple datums. This figure shows that datum feature A (the outer most cylindrical surface) is used
to establish the primary datum (a center axis) of the datum system specified by three concentricity tolerances
(e.g., ). Also, Fig. 6 shows that datum feature B (the inner hole surface on the right side) is used

to establish the primary datum (another center axis) of the datum system specified by a concentricity
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tolerance and a perpendicularity tolerance (il€lz.002[g] , laridoz[ | ). Furthermore, both datum features A
and B are used once again to establish the primary datum (yet another center axis) of the datum system specified
by the position tolerance (i.€Q[0.010® [Aa-8]c] ). As the Part 47 model limits the number of datums that may be
established from a datum feature to one, this situation cannot be represented with the Part 47 model.

6.4 Multiple Use Datum Targets

The Part 47 model fails to account for the fact that a datum target may be used to establish multiple datums,
whereas the DSCDM does account for this fact. In the Part 47 modehthet basis_relationshigttribute and
WR1 on theDatum_target entity specify that @atum_target shall be related to exactly origatum. On the

other hand, the DSCDM does not specify a direct relationship betwé&eatan_target and aDatum. Instead,

in the DSCDM the relationship betweerDmtum_target and aDatum is specified indirectly via the
Datum_target_setentity and the two relationship entiti€@atum_target usage_in_datum_target setnd
Datum_feature_usage_in_datumIn the DSCDM the constraints dbatum_target and Datum_feature
correspond to the assertion that a datum target shall be used in at least one datum target set and because a datum
target set is a type of datum feature, the datum target set shall be used to establish at least one datum. The
technical drawing presented in Fig. 8 shows nine datum targets (datum target points are indicated by the
symbols), six of which are used to establish multiple datums.

EXAMPLE—The datum target point in Fig. 8 that is connected to(the  @nd datum target frames is
associated with two datum target sets, F and G, each of which is used to establish a separate datum. As the
Part 47 model limits the number of datums that may be established from a datum target to one, this situation
cannot be represented with the Part 47 model.
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6.5 Datum Target Sets

In the DSCDM, aDatum_target_setis a type ofDatum_feature. The Part 47 model has no entity that is
equivalent to thddatum_target_setentity. Furthermore, the Part 47 model preventsDia¢um_feature

entity or a specialization (i.e., subtype) of it to serve as a set of datum targets. That is, in the Part 47 model the
attributestarget_basis_relationshipndfeature_basis_relationshipn theDatum_target and Datum_feature enti-

ties, respectively, in association with WR1 on each of these entities, pre@siuan_target from being related

to aDatum_feature via a Shape_aspect_relationship

NOTE—On technical drawings, datum target frames are used to group datum targets into datum target sets.

EXAMPLE—In the technical drawing presented in Fig. 4, the three datum target pointgribols are used

to indicate datum target points) that are connected td:thé) , (sand  datum target frames make up datum
target set A. Additionally, the two datum target areas (hatched regions are used to indicate datum target
areas) that are connected to the  and  datum target frames constitute datum target set B.

Also, the datum target point that is connected tothe  datum target frame makes up datum target set C.

6.6 Multiple Datum Target Numbers

The Part 47 model fails to account for the fact that multiple datum target numbers may be associated with a
datum target, whereas the DSCDM does account for this fact. In the Part 47 model, the definition for the
target_idattribute on theDatum_target entity indicates that the use of this attribute is to associate a

datum target number with a datum target. However, the placement of this attribute Dattiva_target entity

only allows a single datum target number to be associated with a datum target, which is not surprising as the Part
47 model only allows a datum target to be associated with a single datum. On the other hand, in the DSCDM the
placement of thelatum_target numbaeattribute on theDatum_target usage_in_datum_target setntity

permits a different datum target number to be assigned to each usage of a datum target in a datum target set.

NOTE—On technical drawings, datum target frames are used to group datum targets into datum target sets.
Additionally, datum target frames specify datum target numbers by which the datum targets are identified
within the datum target sets.

The technical drawing presented in Fig. 8 shows several instances in which a datum target is identified by
multiple datum target numbers, one for each usage of a datum target in a datum target set.

EXAMPLE—The datum target point in Fig. 8 that is connected tothe (@nd  datum target frames is
associated with two datum targets sets, C and G. This datum target is identified by a datum target number of
“1” when it is associated with datum target set C and is identified by a datum target number of “2” when it
is associated with datum target set G.

6.7 Composite Datum Features

A composite datum feature is a datum feature that is composed of other features. Figures 9 and 10 depict two
examples of composite datum features.
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Fig. 9. Depiction of a composite datum feature that is composed of two opposing planar features.
This figure is a reproduction of FIG. 4-14 of ASME Y14.5M [4].
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Fig. 10. Depiction of a composite datum feature that is composed of four cylindrical features (holes). This figure is a reproduction of FIG. 4-22
of ASME Y14.5M [4].
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Neither the Part 47 model nor the DSCDM have an explicit entity that corresponds to a composite datum feature.
However, it is of interest to examine how composite datum features may be represented using these two models.

The model presented in STEP Part 47 haSomposite_shape_aspedntity, the intent of which is to group
Shape_aspectfor a purpose. At first glance this seems like a perfect matclshape_aspecthat is a
Datum_feature as well as &Composite_shape_aspeatould represent a composite datum feature. This usage of
Composite_shape_aspeds$ even mentioned in a note in clause 4.4.1 of STEP Part 47 [2] (see Table 1 of this
paper). Unfortunately, thieature_basis_relationshijpverse attribute on thBatum_feature entity requires that a
Datum_feature be specified as theelating_shape_aspetily exactly oneShape_aspect_relationshipConversely,
the component_relationshipsverse attribute on th€omposite_shape_aspedntity requires that a
Composite_shape_aspedie specified as theelating_shape_aspetly two or moreShape_aspect_relationships
(theseShape_aspect_relationshipselate theComposite_shape_aspeatith the Shape_aspectfrom which it is
composed). This conflict between the two inverse attributes prohilfisage aspecfrom being both a
Datum_feature and aComposite_shape_aspecFigure 11 is a pseudo EXPRESS-G diagram illustrating this
conflict.

Though the DSCDM does not explicitly address the composite datum feature, the DSCDM is constructed such
that composite datum features may be addressed by incorporating the DSCDM into a more complete GD&T
model that has an entity similar to ti@mposite_shape_aspedntity or by further specializing the
Datum_feature entity.

NOTE—Appendix C presents one way in which composite datum features may be addressed by a GD&T
model that incorporates the DSCDM.

In summary, the DSCDM is designed such that it may be extended to address composite datum features, whereas
the Part 47 model is constructed such that even the entities that it indicates should be used to address composite
datum features cannot be used for this purpose.

shape_
aspect
O
composite_
shape_ ?eagtuur?e_ datum
aspect
relating_shape_aspect related_shape_aspect relating_shape_aspect related_shape_aspect
(INV) component_relationships S[2:?] (INV) feature_basis_relationship
shape_aspect_ shape_aspect_
relationship relationship
Conflicting inverse attributes that prohibit a
Shape_aspect from being both a Datum_feature
and a Composite_shape_aspect .

Fig. 11. Pseudo EXPRESS-G diagram illustrating why Shape_aspectfrom STEP 47 cannot be both Batum_feature and a
Composite_shape_aspect
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6.8 Datum Precedence Assignment
The Part 47 model and the DSCDM differ in two ways with respect to the assignment of datum precedence.

The first difference is that datum precedence is more rigorously defined in the DSCDM than in the Part 47

model. For example, the only constraint associated withptheedencattribute in the Part 47 model is that it

must be an integer value that is greater than zero. However, the DSCDM has several constraints that ensure that
the datums of the datum system have a valid precedence value assigned to them. For example, the UR1 constraint
on theDatum_precedence_assignmergntity corresponds to the assertion that no two datums of a datum system
shall have the same precedence value. This lack of rigor in the Part 47 model may be attributed to the fact that
STEP Part 47 [2] is a generic integrated resource and as such is not necessarily intended to fully define the
requirements.

The second difference is that in the Part 47 modelpteeedenceattribute on theDatum_referenceentity is

used to assign a precedence directly tOaum, as opposed to in the DSCDM where thssigned_to

attribute on theDatum_precedence_assignmergntity is used to assign a precedence to a
Datum_usage_in_datum_systemnasmuch as thBatum_usage_in_datum_systerentity corresponds to

a datum in the context of a datum system, the DSCDM structure asserts that the precedence is assigned to a
datum in the context of a datum system.

NOTE—Two of the comments (neither of which were the author’s) submitted against the STEP Part 47

DIS [15] document indicated that the concept of datum precedence only made sense within the context of a
datum system. Also, note the wording in clause 2.4.4.2 of STEP Part 41 [11] (see Appendix B of this paper)
that describes when Rroperty_definition is applied to aShape_aspect_relationship‘lt applies 0. .. an

element of the shape in the context of another element of theeshap.” These two details influenced the
structure of the DSCDM with respect to what entity is specified byassigned_tattribute of the
Datum_precedence_assignmerdntity.

6.9 Modifiers and Consistency with ASME Y14.5M

The Part 47 model is inconsistent with ASME Y14.5M [4] with regard to modifiers, whereas the DSCDM is
consistent with ASME Y14.5M in this regard. Clause 4.5.7 of ASME Y14.5M states, “Where more than one
datum feature is used to establish a single datum, the appropriate datum reference letters and associated
modifiers, separated by a dash, are entered in one compartment of a feature control frame.” This statement
indicates that modifiers are associated with datum features (see Fig. 12). However, in the Part 47 model the
Referenced_modified_datumentity is used to associate modifiers with datums, not datum features. On the other
hand, in the DSCDM th®atum_feature_material_condition_property entity is used to associate modifiers

with datum features. (This association is made indirectly througtDtitem_feature_usage_in_datum_system

entity, as the DSCDM asserts that a modifier is applied to a datum feature in the context of a datum system.)

NOTE—The termdatum reference lettes somewhat of a misnomer, agdatum reference lettegictually
refers to a datum feature.

EXAMPLE—In Fig. 12, the(w) symbol following the letter “A” in the feature control frame associates the

maximum material principlevith datum feature A. Likewise, the) symbol following the letter “B” in the
feature control frame associates theximum material principlevith datum feature B.
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Fig. 12. Technical drawing illustrating the application of modifiers to both datum features that establish
a common datum. This technical drawing is a reproduction of FIG. 4-19 of ASME Y14.5M [4].

One may argue that if modifiers are directly associated with datums, as in the Part 47 model, they are indirectly
associated with the datum features that establish those datums. However, this contrivance fails in cases in which
the requirements are such that all the datum features from which a common datum is established are not to be
associated with the same modifier.

NOTE—While the DSCDM supports the application of different modifiers to the datum features of a
common datum, as is permitted in ASME Y14.5M, the author of this paper has been unable to find examples

of this situation in standards or reference books. Therefore, it is believed that occurrences of this case are
probably extremely limited.

6.10 Dimensions and Datum System Specifications

In the DSCDM theDimension_with_specified_datum_systensorresponds to a type of dimension that
references a datum system specification. The Part 47 model has no entity that is equivalent to the
Dimension_with_specified_datum_systenentity.

NOTE—TheDimension_with_specified_datum_systenentity is not completely defined in this paper, as a
discussion of dimensions is outside its scope.

NOTE—cClause 4.4 of ASME Y14.5M [4] describes dimensions that reference datum system specifications.

EXAMPLE—The technical drawing presented in Fig. 5 shows three linear dimensions that reference a datum
system specification.

6.11 Datums Without Datum Features or Datum Targets
The Part 47 model cannot be used to represent datums that are not directly established from datum features or

datum targets. This is because the attributes and rules dbahem, Datum_feature, and Datum_target entities
assert that each datum shall be established from one or more datum features or datum targets, that each datum
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feature shall be used to establish a single datum, and that each datum target shall be used to establish a single
datum. In contrast, the DSCDM only requires that the relationship between the datum feature(s) from which a
datum is established be specified for those datums that are used to establish a datum system. That is, for a
datum not used to establish a datum system (some datums may just be the origin of one or more dimensions), the
DSCDM does not require the correspondibgtum to be related to @atum_feature via the
Datum_feature_usage_in_datunentity.

EXAMPLE—In Fig. 13(a) the position tolerance references a datum system that is established from two
datums: the datum plane [indicated as the “First datum plane” in Fig. 13(b)] that is established from datum
feature K and the datum axis [indicated as the “Datum axis” in Fig. 13(b)] that is established from datum
feature M. However, two other datum planes (indicated as the “Second datum plane” and “Third datum
plane”) also exist and serve as origins for the dimensions that locate the four holes. As there are four
datums and only two datum features, the situation shown in Fig. 13 cannot be represented using the Part 47
model (recall the formal propositions on tBatum, Datum_feature, andDatum_target entities in the Part

47 model). However, as the DSCDM does not requi2adum to be related to either Batum_feature or

a Datum_system this situation can be represented using the DSCDM.
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Fig. 13. Example of datums not directly established from datum features.
This figure is a reproduction of FIG. 4-5 of ASME Y14.5M [4].
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NOTE—AIthough the datum planes that are labeled “Second datum plane” and “Third datum plane” in

Fig. 13 are not part of a datum system, they are part of a datum reference frame. Datum reference frames
are not modeled in the DSCDM (datum reference frames are discussed in Appendix D of this paper).
However, because the DSCDM does not require a datum to be part of a datum system and does not
require a datum to be established from a datum feature, the DSCDM may be incorporated into a larger
model that does include datum reference frames.

7. Conclusions

This paper has presented a data model (the DSCDM) that covers the concepts of datum systems, datums, datum
features, and datum targets. Furthermore, for comparison purposes, this paper has presented the datum related
portions of the data model given in STEP Part 47 [2]. In presenting the DSCDM, this paper has used numerous
diagrams and examples from existing GD&T drawing-based standards and associated reference books. These
diagrams and examples not only provided assistance in explaining the DSCDM but also provided a set of test
cases by which the quality of the DSCDM and the Part 47 model were evaluated. This evaluation demonstrated
the robustness of the DSCDM and the brittleness of the Part 47 model. Accordingly, it is hoped that the DSCDM
may serve as a starting point for the development of more comprehensive GD&T data models, thereby enabling
the electronic exchange of GD&T data among the design, manufacturing, and inspection divisions of an enter-
prise.
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8. Appendix A. EXPRESS-G Overview

As the data models in this paper are presented in EXPRESS-G notation, this overview is provided to aid those
who may be unfamiliar with EXPRESS-G.

Data models formally define data objects and relationships among data objects for a domain of interest. Some
typical applications of data models include supporting the development of databases and enabling the exchange of
data for a particular area of interest.

EXAMPLE—The data model presented in Fig. A.1 could be used to specify the requirements of a database
for an audio compact disc (CD) collection.

Data models are specified in a data modelling language. EXPRESS is a data modelling language defined in

ISO 10303-11, th&eXPRESS Language Reference MariBhl EXPRESS-G is a graphical notation that supports

a subset of the EXPRESS language. One of the advantages of using EXPRESS-G over EXPRESS is that the
structure of a data model can be presented in a more understandable manner. A disadvantage of EXPRESS-G is
that complex constraints cannot be formally specified. Figure A.2 depicts the symbols used in the EXPRESS-G
notation. The meanings of these symbols are listed below.

8.1 Entity Data Type Symbol

Entity Data Type Symbol: An entity data type symbol [see Fig. A.2 (A)] represents a real or conceptual object of
interest.

EXAMPLE—The Personentity in Fig. A.1 represents a person (or at least the essence of a person relevant
to an audio CD database).

8.2 Attribute Symbol

Attribute Symbol: An attribute symbol [see Fig. A.2 (F)] represents a property of an entity. An attribute estab-
lishes a relationship between two entities or between an entity and a value.

EXAMPLE—Thetitle_of CDattribute on theAudio_CD entity in Fig. A.1 represents the title of an audio
CD.

NOTE—The direction of the relationship is towards the bubble. However, there is also a relationship in the
opposite direction. This inverse relationship is implicit unless explicitly specified with an inverse attribute.
The cardinality of the implicit inverse relationship is zero or more. Explicit inverse attributes are generally
specified to support EXPRESS rules or to restrict the cardinality to something other than zero or more. On
EXPRESS-G diagrams the inverse attribute name is preceded by “(INV)".

EXAMPLE—The duration_ofinverse attribute on thBuration entity in Fig. A.1 indicates that Buration
must be specified as theack_lengthof exactly oneMusic_track. This corresponds to the assertion that a
duration can only exist if it is specified as the track length of a music track.

NOTE—Attributes and optional attributes may be aggregates. Types of aggregates defined in the EXPRESS
language include arrays, bags, lists, and sets. Attributes that are arrays, bags, lists, or sets are denoted on
EXPRESS-G diagrams by placing the letter “A,” “B,” “L,” or “S,” respectively, after the attribute name.

The size of the aggregate is indicated on the diagram within square brackets that immediately follow the
letter indicating the aggregate type.
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EXAMPLE—In Fig. A.1 thetrack_listattribute on theAudio_CD entity specifies a list of one or more
(the “?” indicates that the size of the list does not have an upper bdduasic tracks.

8.3 Optional Attribute Symbol

Optional Attribute Symbol: An optional attribute symbol [see Fig. A.2 (G)] represents a property of an entity that
need not be specified.

EXAMPLE—The genderattribute on thePersonentity in Fig. A.1 represents the gender of a person. As it
is an optional attribute, the gender of a person need not be specified.

8.4 Supertype/Subtype Symbol

Supertype/Subtype Symbol: A supertype/subtype symbol [see Fig. A.2 (H)] represents the relationship between
an entity that is a supertype and the entity that is its subtype. The bubble is placed on the subtype entity.

EXAMPLE—In Fig. A.1 thelnstrumental entity is a subtype of th&lusic_track entity. Conversely, the
Music_track entity is a supertype of thmstrumental entity.

NOTE—A subtype inherits all the attributes of its supertype(s).

EXAMPLE—The Instrumental entity in Fig. A.1 inherits thegerformers recorded_on title_of _musi¢ and
track_lengthattributes from theMusic_track entity.

8.5 Simple Data Type Symbols

Simple Data Type Symbols: Simple data type symbols [see Fig. A.2 (E)] represent basic values. The kinds of
simple data types that are defined in the EXPRESS language are INTEGER, REAL, STRING, NUMBER,
BOOLEAN, LOGICAL, and BINARY. The kind of simple data type determines what values the simple data type
may take on.

EXAMPLE—The band_namaeaattribute on theBand entity in Fig. A.1 is of type STRING. Therefore, it may
take on a string value.

8.6 Select Data Type Symbol

Select Data Type Symbol: A select data type symbol [see Fig. A.2 (D)] indicates that an attribute may be one of
the several types specified by the select data type.

EXAMPLE—The Band_or_musician_selecselect data type in Fig. A.1 permits tperformersattribute on
the Audio_CD entity to take on values that are either of typand or of type Person

8.7 Enumerated Data Type Symbol

Enumerated Data Type Symbol: An enumerated data symbol [see Fig. A.2 (B)] indicates that values that an
attribute may take on are limited to those values specified in an enumerated list.
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EXAMPLE—The Gender_typeenumerated data type in Fig. A.1 may take on a value of either MALE or

FEMALE.

NOTE—The values that enumerated data types are permitted to take on are documented in EXPRESS
models. These values are not normally shown in EXPRESS-G diagrams. However, for readability, the

permissible values foGender_typein Fig. A.1 have been annotated to the EXPRESS-G diagram.

8.8 Defined Data Type Symbol

Defined Data Type Symbol: A defined data type symbol [see Fig. A.2 (C)] represents a value that is based on a
simple data type. However, defined data types have additional semantics associated with them and may have

additional constraints placed upon them that further limit the values they may take on.

EXAMPLE—The defined typeMinute_value in Fig. A.1 has a base type of INTEGER and has constraints

placed upon it requiring that the value be less than sixty and greater than or equal to zero.

NOTE—The constraints placed on defined types are documented in EXPRESS models. These constraints are
not normally shown in EXPRESS-G diagrams. However, for readability, the constraints for the defined types

in Fig. A.1 have been annotated to the EXPRESS-G diagram.
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Fig. A.1. EXPRESS-G model of an audio compact disc collection.
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Fig. A.2. Symbols of the EXPRESS-G notation.

NOTE—For a more complete presentation of EXPRESS and EXPRESS-G see ISO 10303-11 [3].
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9. Appendix B. Underlying Data Model Structure

STEP integrated generic resource constructs are useful in creating product data models as they define basic
concepts and the relationships between those concepts that are relevant over many domains (e.g., the relationship
between a property definition and a shape aspect). The underlying structure of the DSCDM is based on four
entities from the STEP integrated generic resources. These entitiS&hape aspect
Shape_aspect_relationshipProperty_definition, andProperty_definition_relationship. The Shape_aspegt
Shape_aspect_relationshipandProperty_definition entities are from STEP Part 41 [11]. The
Property_definition_relationship entity is from STEP Part 45 [12]. An abbreviated EXPRESS-G diagram of

these entities is shown in Fig. B.1.

shape_aspect

O (I) related_shape_aspect

relating_shape_aspect

shape_aspect_
relationship

Y

I

| T shape_aspect_and_ |
| | shape_aspect_ |
| relationship_select |

—_—— — — RN U —)

definition
property_
definition
(|) related_property_definition

relating_property_definition

property_
definition_
relationship

NOTE: Some attributes are not shown, and the select type
represents an aggregate of select types from STEP Part 41.

Fig. B.1. EXPRESS-G diagram illustrating the STEP integrated resources used as a basis for the DSCDM.
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The definitions of the four entities shown in Fig. B.1 are provided in Tables B.1-B.4. These definitions are taken
from STEP Part 41 [11] and STEP Part 45 [12].

NOTE—The actual EXPRESS declarations of these entities have not been included in the definitions given in
Tables B.1-B.4, as they are not necessary to the understanding of the concepts presented in this paper.

NOTE—The clause numbers specified within Tables B.1-B.3 are from STEP Part 41 and should not be
confused with the clause numbers of this paper.

NOTE—The clause number specified within Table B.4 is from STEP Part 45 and should not be confused
with a clause number of this paper.

Table B.1. Definition of Shape_aspecfrom STEP Part 41 [11].

2.4.4.4 Shape_aspect

A Shape_aspecis an identifiable element of the shape of a product.

EXAMPLE 36—Consider thé’roduct_definition_shapeof a bolt. One might distinguish, as
an element of this shape, the concept of the threaded portion of its shank. This portion of|the
shape could be specified usingshape_aspecentity so that other properties, such as surfac
finish, may be associated with it.

1%

Attribute definitions:

name the word or group of words by which tHehape_aspecis referred to.
description text that relates the nature of tihape_aspect

of_shape the Product_definition_shapeof which this entity is an aspect.

EXAMPLE 37—If the identified aspect were the threaded portion of a bolt’s shank, this
attribute would be théroduct_definition_shapeof the bolt.

product_definitional an indication that th&hape_aspects on the physical boundary of the
Product_definition_shape If the value of this attribute is TRUE, it is asserted that the
Shape_aspecbeing identified is on such a boundary. If the value is FALSE, it shall be asserteq
that theShape_aspecbeing identified is not on such a boundary. If the value is UNKNOWN, it
shall be asserted that it is not known whether or not3hape_aspecbeing identified is on such
a boundary.

EXAMPLE 38—If the identifiedShape_aspectvere the threaded portion of a bolt's shank,
the value of this attribute would be TRUE. However, if it were the centre-line, the value
would be FALSE.
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Table B.2. Definition of Shape_aspect_relationshigrom STEP Part 41 [11].

2.4.4.5 Shape_aspect_relationship
A Shape_aspect_relationshifis an association between tv@hape_aspect

EXAMPLE 39—If one Shape_aspects part of another, this entity could be used to associat¢
the two Shape_aspeat

NOTES

1—The intention is to capture distinct properties of shapes as they exist in their own right
and as they participate in the relationship. teape_aspect_relationshigntity is not a
representation definition entity. If 8hape_aspect_relationships to have an explicit
representation then that is a separate concept which is described using resource constructs
that are outside this schema.

2—EachShape_aspecentity could have different properties.

3—No geometric relationship is established between rel8tethe aspecentities.
EXAMPLE 40—A Shape_aspect_relationshipnight relate twoShape_aspea whose
representations are the equivalent surfaces of a mould and a moulded product. The shape pf
the mould is not spatially related to the moulded product.

NOTES

4—Relationships captured using this entity may be parent-child relationships. Specializations
of this entity state this fact if it is true for a particular specialization.

5—This entity, in conjunction with th&hape_aspecentity, is based on the relationship
template that is described in annex D.

Attribute definitions:

name the word or group of words by which tHéhape_aspect_relationshigs referred to.
description text that relates the nature of tihape_aspect_relationship
relating_shape_aspecbne of theShape_aspecentities which is part of the relationship.

EXAMPLE 41—A Shape_aspecthat is a pocket with five faces would play the role of
relating_shape_aspet the five Shape_aspect_relationshigntities: one per face.

related_shape_aspedhe otherShape_aspecentity which is a part of the relationship. If one
element of the relationship is dependent upon the other, this attribute shall be the dependent one.

EXAMPLE 42—In the previous example each of the fBhape_aspect_relationshigntities
would have a differenShape_aspecentity in therelated_shape_aspefield. There would be
one for each side and one for the bottom of the pocket.
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Table B.3. Definition of Property_definition from STEP Part 41 [11].

2.4.4.2 Property_definition
A Property_definition is a property that characterizes a product. It applies to either a product, &
product in the context of another product, the shape of a product, an element of the shape of g
product, or an element of the shape in the context of another element of the shape of a produd.

Attribute definitions:

name the word or group of words by which tHeroperty definition is referred to.
description text that relates the nature of tifgoperty_definition.

definition: the Product_definition, Shape_aspector Shape_aspect_relationshipvhose property
is identified.

NOTE—A Property_definition cannot exist unless it is related to eithePeduct_definition
or aShape_definition This attribute establishes this relationship.

Table B.4. Definition of Property definition_relationship from STEP Part 45 [12].

4.4.2 Property_definition_relationship

A Property_definition_relationship is an association between tviRyoperty_definitions. The
meaning of the relationship for a particular context is defined in specializations of this resource
construct.

NOTES

1—Relationships captured using this entity may be parent child relationships. Specializatiops
of this entity state this fact if it is true for the particular specialization.

2—This entity, in conjunction with th@roperty definition entity, is based on the relation-
ship template that is described in annex D of ISO 10303-41.

Attribute definitions:

name the word or group of words by which tHeroperty definition_relationship is referred to.
description text that relates the nature of tReoperty_definition_relationship.
relating_property_definition one of theProperty definitions which is a part of the relationship.

related_property_definitionthe otherProperty definition_relationship which is part of the
relationship. If one element of the relationship is dependent upon the other, this attribute shall e
the dependent one.

NOTE 3—The role of theelated_property_definitiomndrelating_property_definition
attributes is defined in the part of ISO 10303 that uses or specializes this entity.
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NOTE—The definition for theelated_property definitiomttribute of the
Property_definition_relationship entity, shown in Table B.4, should read “the other
Property_definition,” not “the otherProperty definition_relationship.”

10. Appendix C. Specializations to the DSCDM

This appendix presents possible refinements to the DSCDM. These refinements are intended to represent possible
ways in which the DSCDM may be further specialized. Depending on the application, the specializations may or
may not be required. Furthermore, the specializations shown here are clearly not the only way in which the
DSCDM might be specialized.

NOTE—AIl the specializations included in this appendix have been incorporated into the data model that is
presented in Appendix E. Also included in Appendix E are three data populations that are based on this
extended DSCDM model.

10.1 Specialization of Datum

The Datum entity could be further refined to account for the different types of datum (i.e., datum points, datum
axes, and datum planes). Figure C.1 is an EXPRESS-G diagram illustrating this specialization.

(ABS)
datum
1 1
simple_ common_ datum_axis datum_plane datum_point

datum datum

Fig. C.1. EXPRESS-G diagram showing a possible further specialization of the DSOB{MmM entity.

NOTE—There might be an additional constraint associated wittbDgitem entity, requiring aDatum to be
either aDatum_axis a Datum_plane or aDatum_point.

10.2 Specialization of Datum_feature

Typically, when one envisions the concept of feature, one visualizes a single surface of a part. However, features
may be composed of other features. Subsequently, datum features may be composite datum features.

EXAMPLE—Figures 9 and 10 show examples of composite datum features.
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Furthermore, features may be constituents of other features. That is, a feature may constitute only a portion of
a larger feature. Subsequently, datum features may be constituent datum features.

NOTE—On technical drawings, a “partial feature” is usually indicated with a chain line, a hatched area,
or both.

EXAMPLE—The chain line in Fig. C.2 indicates that datum feature A is a constituent of the feature that is
the bottom surface of the part.

THIS ON THE DRAWING

e ORI

6.3.1.2
4.5.10

MEANS THIS ‘4— 95 —»]

True geometric
counterpart of A

Fig. C.2. Diagram illustrating a constituent datum feature. This figure
is a reproduction of FIG 4-23 presented in ASME Y14.5M [4].

In cases in which parent-child relationships need to be captured for composite and constituent datum features,
the Datum_feature entity may be specialized, as shown in Fig. C.3.

NOTE—Entities such aBeature and Feature_composing_relationshipshown in Fig. C.3 may be
subtypes of more generic entities suchSimpe_elementind Shape_element_composing_relationship
respectively. However, for brevity, Fig. C.3 does not address these concepts.

NOTE— Figure C.3 does not show the various rules that would be associated with the entities introduced
in this specialization.

EXAMPLE—A rule on theComposite_featureentity might correspond to the assertion that a composite
feature shall not be composed of itself.
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10.3 Specialization of Datum_target

The Datum_target entity could be further specialized to account for the different types of datum targets (i.e.,
datum target points, datum target lines, and datum target areas). Additionaljathen_target entity might be
further specialized to indicate when a datum target is a constituent of another feature. Figure C.3 is an
EXPRESS-G diagram illustrating this specialization.

NOTE—There might be an additional constraint associated wittDgiem_target entity, requiring a
Datum_target to be either eDatum_target point, a Datum_target_line, or aDatum_target_area

NOTE—Typically, datum targets are not “complete features;” typically, they are constituents of other
features. However, there is no requirement that this be the case. Consequently, any specialization of the
Datum_target entity should not require thBatum_target to be associated with a parent entity.

EXAMPLE—The datum targets shown in the technical drawing presented in Fig. C.4 are “complete
features.”

|//| 0.08| A |

38.1+0.3

3X12.5 +8'5

Fig. C.4. Technical drawing illustrating datum targets that are “complete features.” This figure is a
reproduction of a drawing presented on page 26G&v-metrics 11Im[8].
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11. Appendix D. Datum Reference Frame vs Datum System
This appendix discusses the difference between a datum reference frame and a datum system.
NOTE—The definition of datum reference frame is given in Sec. 3 of this paper.

Though the concept of datum reference frame is not modeled in the DSCDM (as it is outside the scope of this
paper), it is important to understand how a datum reference frame differs from a datum system. While both datum
reference frames and datum systems consist of datums (and some datums may be simultaneously in both datum
systems and datum reference frames), the constraints placed upon the datums of a datum reference frame differs
from the constraints placed upon the datums of a datum system. That is, datums of a datum system have
sequential constraints (i.e., datum precedence) placed upon them. By contrast, datums of a datum reference
frame have positional constraints placed upon them (e.g., the datum planes of a datum reference frame are always
mutually perpendicular).

NOTE—There is no requirement that the datum planes of a datum system be mutually perpendicular.
In other words, a datum system specifies the order in which the datums are established within the datum system,

and a datum reference frame specifies the positional relationship among the datums of the datum reference
frame. Figure D.1 shows the inter-relationship among the datums of a datum reference frame.

Datum axis
90°

Datum point

Direction of measurements

\/V

L]
= e°°,
..00:'0" lt—
° ° ° ° °
° ° ° ° .
g ..-’,.’;k\h 90 Datum axis
o o
o
90° ° % e e e
o ® ..o..o
/ 00 0% 0" ~~
|.o'.o‘.0. /
- e g0’
- T
\ ° -
N
\! ~\

Datum planes

N origin of
Datum axis measurement
4.2.2

4.1

Fig. D.1. lllustration of a datum reference frame. This figure is a reproduction of FIG. 4-1 of ASME Y14.5M [4].

NOTE—The author’s interpretation of datum reference frame is slightly different from ASME Y14.5M [4].

A sentence in clause 4.2.2.2 of ASME Y14.5M states that “any difference in the order of precedence or in
the material conditions of any datum features referenced in multiple feature control frames requires different
datum simulation methods and, consequently, establishes a different datum reference frame.” The author of
this paper agrees with the requirement for different simulation methods. However, he believes this is
because of the different datum systems. From the “data” standpoint the datums of a datum reference frame
still have the same interrelational positional requirements no matter what their precedence. Therefore, only
one datum reference frame is needed to specify these interrelational positional requirements.

EXAMPLE—In Fig. 10 there are two datum systems specified and only one datum reference frame. The

first datum system contains datum plane A and datum axis B; and the second datum system only contains
datum plane A. The datum reference frame contains datum plane A and datum axis B but it also contains
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the two datum planes labeled the “second and third planes of the datum reference frame.” Though not shown, the
datum reference frame also contains a datum point at the intersection of the three datum planes and the two
datum axes formed by the intersection of datum plane A with each of the other two datum planes.

12. Appendix E. Data Populations

This appendix presents three data populations that correspond to the technical drawings in Fig. 4, Fig. 10, and
Fig. 12. The model used for these data populations is presented in Fig E.1 and consists of the DSCDM and the
specializations of the DSCDM presented in Appendix C. This model also inclu8éspe_elemenentity,

which corresponds to the generic concept of shape element. Additiondllgnafeature_shape_elemergntity

is included, which corresponds to any shape element that is not actually on the surface of a part. Types of
Non_feature_shape_elemestareDatums andDatum_systens. The data populations presented in the tables
below show how the DSCDM might be used to exchange data, and also provide a validity check on the data
model. These data populations are presented in the format specified in STEP Part 21, ISO 10303-21 [16].

In order to interpret the data populations presented in the tables below, it is necessary to know which values
correspond to which attributes. The order in which attribute values occur within entity instances within Part 21

files (files conforming to the format specified in ISO 10303-21) follows the order in which the attributes are
specified within entity declarations in the corresponding EXPRESS model. However, as the actual EXPRESS
model has not been presented in this paper, Fig. E.1 has been annotated to indicate the attribute order. In cases in
which an entity has multiple “forward” attributes (inverse attribute values are not explicitly specified in Part 21

files), an encircled number (e.d]) has been placed after each of the attribute names to indicate the attribute’s
order.

EXAMPLE—In Fig. E.1, thel andO symbols associated with thesed datunand comprised_datum_system
attributes of theéDatum_usage_in_datum_systerentity indicate that in instances of the
Datum_usage_in_datum_systerentity, within Part 21 files, theised_datunattribute value would be first,
followed by thecomprised_datum_systeattribute value.

EXAMPLE—Entity instance#420 in Table E.1 is an instance of tBatum_usage_in_datum_systerentity.
In this entity instance the valu#340 corresponds to thesed datunattribute and the valug400 corresponds
to thecomprised_datum_systeattribute.

NOTE—In Part 21 files, values corresponding to inherited attributes are specified prior to values corresponding
to non-inherited attributes.

EXAMPLE—Entity instance#140 in Table E.2 is an instance of tBatum_feature entity. In this entity
instance the values 'SIDEY’, ‘right side’, and ‘A’ correspond to tiene description andidentification
attributes, respectively. Theameand descriptionattributes are inherited from thghape_elemenentity.
NOTE—The “$” character is used as a placeholder for optional attributes for which a value is not specified.
EXAMPLE—Entity instance#400 in Table E.1 is an instance of tB&atum_systementity. The “$” characters

in this entity instance are used to indicate that no values are specified for the opt@mnehnd description
attributes that thé®atum entity inherits from theShape_elemenentity.
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Table E.2. Data population that corresponds to the technical drawing presented in Fig. 10.

1 SO 10303- 21;
HEADER,
FI LE_DESCRI PTI ON( (' DSCDVEO4 data',' DSCDVEO4' ), ' 2;1');
FI LE_NAVE(' D:\ McCal eb Tenp\ fi g10. p21' /* FI LENAME */
' 1998-8-23 T22:33:16', /* CREATI ON DATE */
("M chael MCaleb'), /* AUTHOR */
("NI'ST"," Quince Orchard Rd.',' Gaithersburg','MD,'20899"), /* ORGAN ZATION */
"1.3.3 (22, July, 1998)', /* PROCESSOR VERSI ON */
"Nl ST EXPRESSO, /* PROCESSOR */
'M chael McCaleb'); /* AUTHORI ZATI ON */
FI LE_SCHEVMA( (' DSCDMVEO4' ) ) ;
ENDSEC;
DATA,;
#100=CONSTI TUENT_FEATURE(' HOLE1' , ' snal| hole top-left');
#110=CONSTI TUENT_FEATURE(' HOLE2', ' smal | hol e top-right’);
#120=CONSTI| TUENT_FEATURE( " HCl_E3‘ ‘smal|l hole bottomleft');
#130=CONST| TUENT FEATURE( HCLE4‘ "smal | hoI e bottomright');
#140=DATUM FEATURE(' SI DE1', ' ri ght si de’
#150=COVPCS| TE_DATUM FEATURE( COWP. FEAl four small holes','B);
#160=FEATURE_COVPCS| NG_RELATI ONSHI P( #100 #150) ;
#170=FEATURE_COVPQS|I NG_RELATI ONSHI P(#110, #150) ;
#180=FEATURE_COVPQS|I NG_RELATI ONSHI P(#120, #150) ;
#190=FEATURE_COMPOSI NG_RELATI ONSHI P(#130, #150) ;
#200=( DATUM ) DATUM PLANE() NON_FEATURE_SHAPE_ELENENT( ) SHAPE_ELEMENT($, $) S| MPLE_DATUM ) ) ;
#210=( DATUM ) DATUM AXI S() NON_FEATURE_SHAPE_ELENMENT( ) SHAPE_ELEMENT( $, $) S| MPLE_DATUM) ) ;
#220=DATUM FEATURE_USAGE_| N_SI MPLE_DATUM #140, #200) ;
#230=DATUM FEATURE_USAGE_| N_SI MPLE_DATUM #150, #210) ;
#240=DATUM SYSTEM S, $) ;
#250=DATUM SYSTEM $, $) ;
#260=DATUM USAGE_| N DATUM SYSTEM #200, #240) ;
#270=DATUM _USAGE_| N_DATUM SYSTEM #200, #250) ;
#280=DATUM USAGE_| N_DATUM SYSTEM #210, #250) ;
#290=DATUM FEATURE_USAGE_T N_DATUM SYSTEN( #250 #150) ;
#300=DATUM_PRECEDENCE_ASS| GNVENT( #260, . PRI MARY. ) ;
#310=DATUM_PRECEDENCE_ASSI GNVENT( #270, . PRI MARY. ) ;
#320=DATUM_PRECEDENCE_ASSI GNVENT( #280, . SECONDARY. ) ;
#330=DATUM FEATURE_MATERI AL_CONDI TI ON PRCPERTY( #290 . MAXI MUM_MATERI AL_PRI NCI PLE. ) ;
#340=DATUM SYSTEM DEFI NI TI ON_W THOUT_NATERI AL_CONDI TI ONS(#240, (#300));
#350=DATUM_SYSTEM DEFI NI TI ON_W TH_MATERI AL_CONDI Tl ONS( #250, (#310 #320) (#330));

#360=CEOVETRI C_TOLERANCE_W TH_SPECI FI ED_DATUM SYSTEM #340) ; /* POSI TI ON TOLERANCE ON FOUR HOLES */
#370=CEOVETRI C_TOLERANCE_W TH_SPECI FI ED_DATUM SYSTEM #350) ; /* PCSI TION TOLERANCE ON FI TTING */

ENDSEC,
END- | SO 10303- 21,

Table E.3. Data population that corresponds to the technical drawing presented in Fig. 12.

1 SO 10303- 21;
HEADER,
FI LE_DESCRI PTI ON( (' DSCDVEO4 dat a', ' DSCDVEO4' ), ' 2; 1' )
FI LE_NAME(' D:\ McCal eb Tenp\figl2.p21', /* FI LENAME *
'1998-8-22 T23:2:52", /* CREATION DATE */
(*Mchael MCaleb'), /* AUTHOR */
("NIST"," Quince Ochard Rd.',"' Gaithersburg','MD,'20899"), /* ORGANI ZATI ON */
"1.3.3 (22, July, 1998)', /* PROCESSOR VERSI ON */
"N ST EXPRESSO, /* PROCESSOR */
"M chael MCaleb'); /* AUTHORI ZATI ON */
FI LE_SCHEVA( (' DSCDVEO4" ) ) ;
ENDSEC;
DATA,
#100=DATUI FEATURE(' SHAFT1', 'l arger cylindrical shaft’ A );
#110=DATUM FEATURE(' SHAFT2' , "' snal | er cyl i ndr| cal shaft','B )
#120=DATUM_FEATURE("' SI DE1' , “left si de',
#130=( COMMON_DATUM ) DATUN() DATUM_AXI S() NON_ FEATURE SHAPE_ELENMENT() SHAPE_ELEMVENT( $, $) ) ;
#140=( DATUM ) DATUM PLANE( ) NON_FEATURE_SHAPE ELEMENT( ) SHAPE_ELEMENT($, $) SI MPLE DATUN())
#150=DATUM FEATURE_USAGE_| N_COVMON_DATUM #100, #130) ;
#160=DATUM_FEATURE_USAGE_| N_COVMON_DATUM #110, #130) ;
#170=DATUM_FEATURE_USAGE_| N_SI MPLE_DATUM #120, #140) ;
#180=DATUM _SYSTEM $, 9) ;
#190=DATUM USAGE_| N_DATUM SYSTEM #130, #180) ;
#200=DATUM_USAGE_| N_DATUM SYSTEM #140, #180) ;
#210=DATUM_FEATURE_USAGE_| N_DATUM SYSTEN( #180 #100) ;
#220=DATUM_FEATURE_USAGE_| N_DATUM SYSTEM #180, #110) ;

#230=DATUM PRECEDENCE_ASS| GNVENT( #190, . PRI MARY. ) ;

#240=DATUM_PRECEDENCE_ASSI GNVENT( #200, . SECONDARY. ) ;

#250=DATUM FEATURE_MATERI AL_CONDI TI ON_PROPERTY( #210, . MAXI MUM MATERI AL_PRI NCI PLE. ) ;
#260=DATUM FEATURE_MATERI AL_CONDI TI ON_PROPERTY( #220, . MAXI MUM MATERI AL_PRI NCI PLE. ) ;
#270=DATUM_SYSTEM DEFI NI TI ON_W TH_MATERI AL_CONDI TI ONS( #180, ( #230, #240), ( #250, #260) ) ;

#280=GEOVETRI C_TOLERANCE_W TH_SPECI FI ED_DATUM SYSTEM #270);  /* POSI TI ON TOLERANCE */
ENDSEC;
END- | SO 10303- 21;
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